Droplet Misalignment Limit for Inkjet Printing into Cavities on Textured Surfaces by Jackson, FF et al.
This is a repository copy of Droplet Misalignment Limit for Inkjet Printing into Cavities on 
Textured Surfaces.
White Rose Research Online URL for this paper:
http://eprints.whiterose.ac.uk/148656/
Version: Accepted Version
Article:
Jackson, FF, Kubiak, KJ orcid.org/0000-0002-6571-2530, Wilson, MCT 
orcid.org/0000-0002-1058-2003 et al. (2 more authors) (2019) Droplet Misalignment Limit 
for Inkjet Printing into Cavities on Textured Surfaces. Langmuir, 35 (29). pp. 9564-9571. 
ISSN 0743-7463 
https://doi.org/10.1021/acs.langmuir.9b00649
(c) 2019, American Chemical Society. This is an author produced version of a paper 
published in Langmuir. Uploaded in accordance with the publisher's self-archiving policy. 
eprints@whiterose.ac.uk
https://eprints.whiterose.ac.uk/
Reuse 
Items deposited in White Rose Research Online are protected by copyright, with all rights reserved unless 
indicated otherwise. They may be downloaded and/or printed for private study, or other acts as permitted by 
national copyright laws. The publisher or other rights holders may allow further reproduction and re-use of 
the full text version. This is indicated by the licence information on the White Rose Research Online record 
for the item. 
Takedown 
If you consider content in White Rose Research Online to be in breach of UK law, please notify us by 
emailing eprints@whiterose.ac.uk including the URL of the record and the reason for the withdrawal request. 
 
 
This document is the unedited Author's version of a Submitted Work that was subsequently accepted for publication in 
Langmuir, copyright © American Chemical Society after peer review. To access the final edited and published work see 
https://pubs.acs.org/articlesonrequest/AOR-NJdUtXBXSZEAr6GmWNAu 
Droplet Misalignment Limit for Inkjet 
Printing into Cavities on Textured Surfaces 
 
Frankie F. Jackson1,*, Krzysztof J. Kubiak1,*, Mark C. T. Wilson1, Marco Molinari2, 
Viacheslav Stetsyuk3 
1University of Leeds, School of Mechanical Engineering, Leeds LS2 9JT, United Kingdom 
2University of Huddersfield, Department of Chemistry, School of Applied Sciences, Huddersfield HD1 3DH, 
United Kingdom 
3University of Huddersfield, Department of Engineering and Technology, School of Computing and 
Engineering, Huddersfield HD1 3DH, United Kingdom 
Keywords: Additive manufacturing, lattice Boltzmann method, OLED, inkjet printing, functional surface, 
square cavities. 
Abstract 
The control of droplets deposited onto textured surfaces is of great importance for both 
engineering and medical applications. This research investigates the dynamics of a single 
droplet deposited into a confined space and its final equilibrium morphology, with 
emphasis given to droplet deposition under print-head misalignment, the effect of non-
uniform wettability, and deposition of varying size droplets. A multi-phase pseudopotential 
lattice Boltzmann methodology is used to simulate the process of deposition. The print 
quality is characterized in terms of a parameter referred to as the wetted fraction (WF), 
which describes the proportion of the cavity which is wetted by the droplet. Our results 
show how single and multiple axis misalignment affects the final equilibrium morphology, 
and it was found for comparable configurations that multi-axis misalignment resulted in a 
higher wetted fraction. Investigations into wettabilities of the substrate and cavity wall 
revealed how larger ratios of the contact angles between the two enhance the ability for 
the droplet to self-align within the cavity. Additionally, a range of uniform wettabilities 
between the substrate and cavity were found which mitigate against misalignment. 
Investigations into varying droplet size relative to the cavity revealed how misalignment 
can be compensated for with larger droplets, and an upper limit is defined such that the 
droplet does not overflow. Finally, we explore the deposition with misalignment into 
closely positioned cavities where it is found that the spacing between cavities is a key 
factor in determining the maximum permissible misalignment. 
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INTRODUCTION  
Inkjet deposition is fast becoming utilised in many different disciplines, from the fabrication 
of  wearable electronic devices1, paper based flexible electronics2, biomolecular arrays3, 
thin-film transistors4 and organic light emitting diode (OLED) displays. Inkjet printing is a 
method of emerging interest for the fabrication of OLEDs as it allows for direct deposition 
of the functional material. One of the key challenges of this technology is achieving a 
uniform particle deposition after the carrier liquid has evaporated, as particles 
agglomerate at the droplet periphery due to droplet pinning and internal flow (coffee-ring 
effect)5. Hence there is interest in mitigating this effect6, 7. As screen resolution increases, 
pixel size decreases, and as such the use of inkjet deposition would require highly 
accurate positioning of the printer head.  
Printer head accuracy is usually in the range of 5-10µm, however, angular deflection of 
the droplet leaving the nozzle can cause greater misalignment of the droplet8. To ensure 
the droplets fall within the cavity, hydrophobic banked walls are usually used with a 
hydrophilic substrate. With increasing demand for increased resolution displays, smaller 
pixel sizes are needed. This makes ensuring a uniform droplet deposit more challenging. 
The aim of this research is therefore to investigate the limit of misalignment that still 
achieves a uniform deposit morphology inside a cavity.  
The diameters of inkjet printed drops range from 10 − 100, with velocities of 5 − 8/	. 
Dimensionless quantities related to inkjet printing are the Reynolds number, which is 
defined as 
 =  ⁄ , where  is the kinematic viscosity and the Weber number, defined 
as  =  ⁄ , where  is the droplet velocity,  is the droplet diameter and  is the 
surface tension. Lower We numbers are preferable for a better control of the deposition 
morphology9. The Ohnesorge number is defined as ℎ = 	√ 
⁄ , with values ranging 
from ∼0.1 < Oh <∼1 considered to be suitable for printing10.  
One of the first numerical investigations into controlling droplets in (circular) cavities was 
by Khatavkar et al.11, who used a diffuse interface model to investigate the effects of 
cavity wall thickness and contact angle on droplet confinement. It was found that a 
hydrophobic cavity wall enhances the confinement. Experiments with droplets of different 
Weber numbers were investigated for rectangular slots by Subramani et al.12, where two 
splashing regimes were identified: one internal splash similar to impacts on planar 
surfaces and the other where the cavity structure causes a splash to extend outside of 
the cavity. Deposition into square cavities was investigated using a volume of fluid method 
by Yang et al.13, including off-centre deposition, and it was found that the cavity did not 
fully fill for an off-centre deviation of 10. Experiments and computational fluid dynamics 
(CFD) simulations of droplet deposition into cavities were performed by Liou et al.14, 
where Weber number and cavity wall wettabilities were studied to find optimum wetting 
conditions. They reported that for a banked cavity wall there exists a critical contact angle 
of 70°, in which a uniform film is formed. Cavity configurations in terms of length to width 
ratios, Weber number and side wall contact angles were further investigated by Liou et 
al.15. They observed different morphologies for varying length to width ratios and 
subsequently reported how increases in We can enhance the cavity wetting. Other 
investigations into topographical alterations and wettabilities have been carried out with 
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the aim of enhancing the droplet positioning16, 17. Both utilised low contact angle 
substrates with walls of higher contact angle to confine the droplet, however it is reported 
for the rectangular cavity case that the wettabilities alone are not sufficient to enhance 
droplet spreading.   
In this research, the popular mesoscale lattice Boltzmann method (LBM) was used. The 
method has widely reported amenability to run efficiently on parallel machines and 
graphical processing units18, 19. The LBM has been used to simulate a wide variety of 
problems, including single-phase high Reynolds number flows, multi-phase and multi-
component flows such as droplet coalescence20, evaporation and particle assembly21. 
The LBM has recently to the time of writing been used to study deposition into cavities for 
both single22 and successive droplet deposition onto non-ideal wettability cavities23.  
Although previous research has elucidated the behavior of the deposition of single 
droplets into square and rectangular cavities, there is still a need to understand the 
behavior of droplet deposition under print-head misalignment and how non-uniform 
wettabilities affect the final equilibrium morphology. Previous works have focused on 
characterizing the behavior of fixed droplet sizes or the generation of multiple drops for a 
given cavity size, thus there is a requirement to understand the deposition of varying size 
droplets. This article investigates the deposition of a single droplet into square cavities 
with print-head misalignment. We examine properties such as cavity wettability, droplet 
size and level of droplet misalignment.  
METHODOLOGY  
The LBM is a mesoscale solver that comprises a two-step process of the streaming and 
collision of discrete particle distribution functions (, ) referred to as populations. During 
the collision process, populations are relaxed towards a local Maxwellian equilibrium. 
Streaming populations involves moving them along discretised velocity paths to 
neighbouring nodes. The Bhatnagar–Gross–Krook 24 (BGK) collision operator was used 
where populations are relaxed with a single relaxation time  . The LBM with the BGK 
collision operator is expressed as: 
where x is a position in the lattice, !∀∀# is a discrete lattice velocity, ∆ is a time step, τ is the 
relaxation time and %& is the equilibrium distribution function, which is expressed as: 
 %& = ∋ (1 + ∗∀# ∙ #,− +
(∗∀# ∙ #)2,−/ −
∗∀# ∙ ∗∀#
2,− 0 (2) 
where	 is the macroscopic density, ∗∀# is the macroscopic velocity and ,− is the lattice 
speed of sound. The quantity ∋ is the weighting coefficient for a specific velocity 
component. For this study the D3Q19 velocity set was used, which has weighting 
coefficients of ∋1 = 1/3, ∋345 = 1/18	and ∋6437 = 1/36. The macroscopic quantities of 
density and velocity can be calculated as: 
 ( + #∆,  + ∆) − (, ) = − − 
%&
 ∆ (1) 
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The multi-phase capability was incorporated via the Shan-Chen25 model. The Shan-Chen 
multi-phase model introduces a force 9#	between each node: 
 
9#(, ) = −:;(, )<∋−=;( + #∆, )

# (4) 
where G takes the form of a particle interaction potential strength parameter, which 
enables attractive forces with a negative value and repulsive forces for a positive. Specific 
weighting coefficients, ∋−= are related to the discrete lattice velocity path. The magnitude 
of the force is determined by the values of ; (pseudo-potential) at a node (, ) and the 
value of a neighbouring nodes ( + #∆, ). The pseudo-potential is a function of density 
taking the form:  
 ;() = >?1 − exp	(−/>)Χ (5) 
where > is a reference density, which was chosen to be unity for simplicity. As long as 
the interaction potential G is below the critical value of -4.0, the fluid is able to 
spontaneously separate into two phases, with heavy and light densities D and Ε 
respectively. The resulting non-ideal equation of state (EOS) with the modified model is 
expressed as: 
 Φ = 
Γ + :
Γ2 ?;()Χ (6) 
where RT = 1. However, different equations of state can be incorporated to achieve higher 
density ratios26. The Shan-Chen force is then incorporated into the model by shifting the 
velocity via: 
 ∗∀#(, ) = ∗∀#(, ) +  9#(, )/(, ) (7) 
Incorporating this interparticle force generates regions of high and low densities 
separated by a diffuse interface, which evolves naturally in a smooth manner during the 
simulation. The half-way bounce-back boundary condition was utilised for all the solid 
regions for no-slip. As the walls align with lattice nodes, the method is formally second 
order accurate, however, the true position of the no-slip wall is viscosity dependent and 
approximately ∆x/2 lattice spacing from the solid node. The diffuse interface alleviates the 
need for any special treatment at no-slip boundaries to avoid singularities of the moving 
contact line. Open areas are periodic, which connects opposite ends of the domain in the 
streaming step. To control the contact angle at the solid surface, artificial density values 
are defined for the substrate and microstructure, denoted as Ηand Ι respectively. An 
analytical expression for the contact angle (assuming planar interfaces) is given by Benzi 
et al.27 which was used for validation of our model, Figure 1. A number of simulations 
were performed, varying the substrate density Η to determine the corresponding 
equilibrium contact angle. Droplets were initialised above a solid floor in a 61 × 61 × 61 
domain with periodic boundaries along the sides. The density was varied from 0.1 to 1.8 
 
(Κ, ) = <(, ),

					∗∀#(, ) = <#(Κ, )/(Κ, )

 (3) 
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in increments of 0.1 with the simulation running until the droplet reached a steady state, 
after which the height, H and diameter, D of the droplet were measured from the centre 
of the diffuse interface and used to calculate the contact angle as: 
 Λ = 2ΜΝ43 Ο2Π Θ (8) 
Excellent agreement is seen between the measured and predicted contact angles, 
particularly over the range of interest in this paper. The deviations at the extremes are 
attributed to curvature effects.  For convenience, the results in Figure 1 are well fitted by 
the function Λ = 177.2exp	(−0.959Η), which is easily inverted to give the useful 
expression of Η
 
in terms of the desired contact angle: 
 Η = 5.456 − 1.054ln	(Λ) (9) 
 
Figure 1: Contact angle as a function of wall density Η. LBM results (•) plotted against analytical solution 
proposed by Benzi et al.27. Error bars represent measurement uncertainties of D and H due to diffuse 
interface of the method. 
RESULTS AND DISCUSSION  
To gain an understanding of the effects of print-head misalignment, simulations were 
configured to explore the effects of off-center droplet deposition. Although conventional 
print heads move along a single axis, the moving substrate introduces another potential 
source of misalignment, therefore parameters of overlap, α, are introduced for both the x 
and z axis, Figure 2. Overlap is a dimensionless quantity which determines how much of 
the droplet is initially positioned outside the cavity projected volume. For Ξ = 0 the full 
droplet will be initially positioned inside the projected cavity volume, for Ξ = 1 the full 
droplet is outside the projected cavity volume and for Ξ = 0.5 the droplet centre aligns 
with a cavity edge. All inputs to the simulation are in lattice units, therefore comparisons 
to real world cases are made via ensuring dimensionless parameters such as the 
Reynolds, Weber and Ohnesorge numbers match the ones typically observed in printing.  
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Figure 2: Configuration used in LBM simulations. Droplet with radius r, velocity u and density D surrounded 
by a light phase fluid of density Ε. Cavity with length l, height h, substrate contact angle ΛΗ cavity wall 
contact angle of ΛΙ. (A) Top projection view illustrating droplet overlap in a cavity corner by defining αx and 
αz as independent parameters. (B) Cross-sectional cut out view displaying the cavity in addition to an 
illustration of the diffuse interface between the droplet and surrounding fluid.  
Unlike other LBM multiphase models28, the surface tension is not an input value but rather 
is controlled by the interaction parameter, G. In the Shan-Chen multiphase model, G acts 
as a temperature-like parameter, responsible for the coexistence of heavy and light 
phases. To determine the surface tension, σ, the Young-Laplace relation was determined. 
This involves running several simulations with droplets of different diameters and 
recording the pressure both inside and outside of the droplet. The pressure difference ∆Φ, 
is related to the inverse of the droplet radius, 1/r. The relation ∆Φ =	2 Ψ⁄  then gives the 
surface tension, which for G = -6 is 0.154 in lattice units. The equilibrium density ratio for 
the given interaction strength is D/Ε = 35. The simulation is initialised with a density 
ratio of 41, as this improved simulation stability. The dynamic viscosity ratio is also 35, 
due to the relaxation time  , set to 1 for both heavy and light phases. 
The computational domain consists of 121 × 61 × 121 lattice nodes in the x, y and z axes 
respectively. The cavity area was set to be 45 × 45 lattice nodes with a height of 10 lattice 
nodes. The half-way bounce-back boundary condition was applied to all solid nodes 
defining the cavity as well as the roof of the simulation. As the droplet centre is initialised 
at a node and the true boundary location of the half-way bounce back method is 
approximately ∆/2 distance from the solid node, a slight underprediction of the overlap 
value is observed, such that for a droplet of r = 15 initialised above a solid wall with an 
apparent overlap of 0.5, i.e. half the droplet is initially located outside the cavity, the true 
value would be 0.516 due to the additional ½ lattice spacing. As the difference between 
these values is less than 4% for the droplet sizes of interest to this study the apparent 
overlap value is used henceforth. The open boundaries at the edge of the computational 
domain were set as periodic. The substrate and cavity microstructure contact angles ΛΗ 
and ΛΙ respectively were controlled independently by setting an effective density value 
to the solid nodes via equation 9. In each of the simulations a wetted fraction (WF) is 
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defined to determine the quality of the droplet deposition. The function observes nodes 
above the solid surface within the cavity and determines from the local density value if it 
is liquid or vapour, formally expressed in equation 10.  
 
9 = 1Ζ[<<Π(∴3 − =)
]
∴⊥3
_
⊥3
 (10) 
M is the number of nodes in the x direction inside the cavity, N is the number of nodes in 
the z direction within the cavity, H is the Heaviside function and = is the critical value of 
the density set to = = 10Ε. 
Single and Multiple-Axis Misalignment  
In order to compare the conditions of single and multiple wall overlap, simulations were 
configured to match the ratio of the droplet volume initially located outside of the cavity 
wall projection, referred to as volume fraction (VF). The VF can be expressed in terms of 
overlap by 9 = 3Ξ − 2Ξα. Figure 3 displays the relationship between α and the VF. For 
simplicity in comparing results, the multiple wall case was set with overlap values of Ξβ =Ξχ = 0.5, which results in VF = 0.75, Figure 3 (a). The overlap of the droplet with a single 
wall, which results in a VF = 0.75 is found to be Ξβ = 0.674. A droplet diameter of 34 and 
a starting position of [β = 32 gives an offset value of Ξβ = 0.677, Figure 3 (b), which is 
within a 1% error of the target value. 
 
Figure 3: Solid line displaying the relation of the droplet volume located outside a single cavity wall at 
initialisation (t = 0) for a given overlap value αx. Illustration of single wall overlap case where 0.75 of the 
droplet volume is initially located outside the cavity. 
The droplets were initialised with a y-component velocity of -0.15 and a diameter of 34, 
which gives the dimensionless characteristics of We = 13.7, Re = 30.6 and Oh = 0.12. 
This speed is less than the 0.2 recommended29 maximum speed to ensure that the 
simulations are conducted within the quasi-incompressible limit of the LB method. To 
verify that compressibility errors do not affect the results, a selection of simulations were 
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repeated with larger lattice resolutions, in which the droplet speed required to achieve the 
same We value was reduced to 0.106. No effect on the predictions was discernible as 
later indicated in Figure 6. The substrate and cavity wall contact angles were set to be 
89°. Depositing the droplet over a corner of the cavity resulted in WF = 0.89, whereas 
deposition over a single wall resulted in a WF = 0.78, a 12.4% reduction. As common in 
characterizing the behavior of droplets30, the evolution of the wetted fraction is recorded 
against dimensionless time t* in Figure 4. The evolution of the WF exhibits similar 
behavior for both single and multiple axis overlap configurations. In each, there is a sharp 
increase in the WF until an initial peak value is reached in the inertial spreading regime, 
which is greater for the single wall case. After which the droplets recoil before beginning 
to wet the cavity under the influence of capillary force. The dimensionless time t* is given 
by ∗ =  ⁄ , where t is the time in lattice units, U is the initial velocity of the droplet, and 
D is the droplet diameter.  
 
Figure 4: Dynamic evolution of cavity wetted fraction (WF) where θb = θm = 89°. Droplet properties of Re = 
30.6, We = 13.17 Oh = 0.12. Droplets located with no overlap (solid red line), overlap over wall (solid black 
line) and a corner (dashed black line), both with 0.75 volume fraction located outside cavity at initialisation 
(t = 0). Overlap over wall value of αx= 0.677 and a droplet impacting a cavity corner with overlap values of 
αx = αz = 0.5. 
Substrate and Cavity Wall Wettabilities  
The influence of substrate and cavity wall wettabilities is investigated by varying the two 
contact angles independently. The solid density value of the substrate and microstructure 
was varied from 0.3 to 1.5, which corresponds to contact angles of 132 − 45°. In order to 
determine which conditions best mitigate against printer head misalignment, the droplets 
were initialised with an overlap value of Ξβ = 0.5, and the wetted fraction was recorded at 
the end of each simulation, Figure 5, where dark blue regions are used to illustrate regions 
of high WF.  
0.0
0.2
0.4
0.6
0.8
1.0
0 2 4 6 8 10 12 14
W
et
te
d 
fra
ct
io
n
 
(W
F)
Dimensionless time, t*
αx = 0.677
αx = αz = 0.5
Centred
Print success
Print failure
Print failure
 9
 
Figure 5: Colour contour plot for wetted fraction with varying substrate θb and cavity wall contact angle θm 
independently. Droplet properties of Re = 30.6, We = 13.17 Oh = 0.12 all initialised with overlap αx= 0.5. 
Wetted fraction graded by high values (blue) to low values (red). Regions of different equilibrium 
morphologies A→F are highlighted and illustrated in Figure 6.  
Points (A→F) on the contour plot have been chosen to illustrate the final droplet 
morphology. The hydrophilicity of the substrate has a strong influence on the final wetted 
fraction, with lower contact angles enhancing droplet spreading due to increased capillary 
forces. The wettability of the cavity wall, however, has a preferable window for optimum 
cavity wetting. The more hydrophilic the cavity wall is, the more likely the droplet is pinned 
outside the cavity, which is illustrated in Figure 6 (B) and (D). The value of this critical wall 
contact angle depends on the wettability of the substrate. For the cases where the cavity 
wall reaches its peak hydrophobicity, the droplet can be repelled from filling the cavity 
corners, Figure 6 (C). In the case where both the cavity wall and the substrate are at peak 
hydrophobicity, the droplet falls within the cavity and is fully confined by the cavity walls, 
but no spreading occurs, Figure 6 (A). If the cavity wall is hydrophilic and the substrate is 
hydrophobic, the majority of the droplet becomes pinned outside the cavity, Figure 6 (B), 
which results in a low wetted fraction of WF = 0.27. Given a hydrophilic substrate with a 
contact angle of ΛΗ = 45° a wettability difference for the microstructure of ΛΙ φ ΛΗ + 12° 
was found to fully draw the droplet into the cavity without any external wetting, Figure 6 
(F). 
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Figure 6: Droplet formations for varying substrate and cavity wall contact angles. Darker regions within the 
cavity illustrate lower contact angles. Substrate and cavity wall at peak hydrophobicity (A) θb = 132° and θm 
= 132°. Hydrophilic cavity wall and hydrophobic substrate (B) θb = 115° and θm = 49°. Hydrophobic wall and 
hydrophilic substrate (C) θb = 64° and θm = 132°. Hydrophilic wall and substrate (D) θb = 49° and θm = 49°. 
Hydrophilic wall and substrate (E) θb = 92° and θm = 82°. Hydrophilic wall and substrate (F) θb = 64° and θm 
= 82°. Figures marked with an asterisk are performed with a doubled lattice density (i.e. 242 × 122 × 242) 
to verify grid independence. 
The results from Figure 5 also show uniform fully wetted droplet deposition for specific 
cases of equal substrate and cavity microstructure wettabilities. Fully wetted cavities were 
achieved with equal substrate and microstructure contact angles in the range of 73 → 45°, 
however there were parts of the droplet pinned outside the cavity for the lower contact 
angles (Λ < 58°). For the uniform hydrophilic substrate and cavity wall microstructure 
within the contact angle range of 73 → 	58° the droplet fully wets the cavity and is also 
fully confined. Investigating these parameters further, simulations were performed with 
increasing levels of single wall overlap for uniform wettabilities of 58, 64, and 74°, in which 
it was found that the uniform wettability cavity of 64° resulted in the largest value of 
permissible overlap, α	Ιιβ = 	0.706, that still fully fills the cavity in the available time. The 
rate at which the cavity fills is illustrated for uniform and non-uniform cavities in Figure 7. 
Both cases display a linear rate of wetting after the initial impact region, however, the 
non-uniform case exhibits a quicker wetting rate.  
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Internal/External wetting Partial wetting Full cavity wetting
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Figure 7: Evolution of wetted fraction for uniform cavity wettability θb = θm = 64° (red lines) and non-uniform 
wettability θb = 64° and θm = 94° (black lines). Overlap values represented by αx = 0.588 (solid lines), αx = 
0.647 (dashed lines) and αx = 0.706 (dotted lines). Droplet properties of Re = 30.6, We = 13.17 Oh = 0.12. 
Filling Time and Limit to Droplet Misalignment  
In this section the limit of single axis overlap keeping all dimensionless numbers constant 
is investigated for two non-uniform cavity wettabilities with different wettability ratios. The 
overlap is increased and the time, t* at which the cavity is fully wetted is recorded, Figure 
8. There is an approximate linear relationship between the level of overlap and the time 
taken to fill the cavity displayed for both ratios, with an increased value resulting in a 
quicker filling time.  
 
Figure 8: Dimensionless time t* taken to fully wet the cavity as a function of overlap αx = 0.5 → 0.981. 
Cavity properties θb = 64° and θm = 83°. Droplet properties of Re = 51, We = 36.58 Oh = 0.12. 
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Filling Cavities with Varying Droplet Sizes  
The cases where the droplet fully fills the cavity in the range where it is fully confined is 
useful in controlling the deposited material thickness with a single drop, as there is a 
practical limit to volume fraction of material within printable fluids. Different size droplets 
were generated to investigate the effects of filling a cavity with and without droplet overlap. 
The cavity wettabilities were set to enhance filling with the substrate contact angle ΛΗ =64° and cavity wall wettability set to ΛΙ = 83°. Droplet diameters of 20, 24, 26, 28, 32, 34, 
36, 40, 44 and 50 were implemented both in the centre of the cavity and with an overlap 
value of αx = 0.5. The final wetted fraction was plotted against the droplet diameter divided 
by the cavity length. The ratio of D/l indicates the critical values at which a cavity is filled 
for droplets with and without overlap. For a centred droplet the critical filling D/l value for 
the given substrate conditions was 0.62, whereas for a droplet with overlap Ξβ = 	0.5 the 
critical D/l value was 0.76. The increased value is attributed to droplets’ inability to spread 
evenly along the cavity once misaligned. For the smallest tested droplet diameter D = 20, 
the case in which the droplet was misaligned resulted in a higher wetted fraction, which 
is attributed to evaporation of the centred droplet. Subsequent increase in the droplet 
diameter resulted in higher wetted fraction for both droplet positions, Figure 9. 
 
Figure 9: Final wetted fraction at t* = t*max for droplets of varying diameter, D deposited at the cavity centre 
(black line) and droplets positioned with overlap αx = 0.5 (dashed line). Cavity properties θb = 64° and θm = 
83°.  
Limit of Droplet Misalignment for Cavities in Close Proximity  
As cavities are in close proximity to one another when for example forming a pixel, the 
single cavity domain was modified to incorporate neighbouring cavities. Therefore, the 
limits in droplet misalignment without contaminating another cavity can be explored, 
Figure 10. This was achieved by adding additional cutouts either side of the cavity, which 
have length equal to ϕ/2 from the sides of the simulation domain, such that through the 
periodic boundary condition a complete cavity is formed. The addition of another cavity 
creates a separating wall, with thickness w. Given preferential non-uniform wettabilities 
of the cavity, investigations into single wall overlap was performed for αx = 0.618. With 
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the modified domain the droplet impacts the cavity wall and spreads over both sides, the 
droplet is able to remain fully intact and due to the centre cavity becoming initially wetted, 
the droplet is drawn in and is fully confined, Figure 10 (a). When the wall thickness is 
reduced, the droplet spreads sufficiently over both sides of the wall to connect with the 
hydrophilic substrate causing the droplet to split into two, Figure 10 (b). Reducing the 
speed of the droplet mitigates against the spreading over the left-hand side of the cavity 
wall, and results in successful deposition, Figure 10 (c). The size of the wall is a key factor 
limiting the maximum overlap. 
 
Figure 10: Droplet with αx = 0.6176, Re = 30.6, We = 13.17 Oh = 0.12, impacting a cavity wall with of 
thickness 19 (a), cavity wall with thickness 17 (b) and cavity wall with thickness 17 with Re = 20.4, We = 
5.85 Oh = 0.12. Cavity properties θb = 64° and θm = 83°(c). 
The final wetted fraction for (b) was WF = 0.898, whereas (a) and (c) resulted in WF = 1. 
Given a multiple cavity configuration, the maximum achievable overlap is limited by the 
wall thickness, droplet diameter and the wall height, h. Printing can be improved by 
reducing the initial droplet speed as in (c). For cases where the wall thickness is equal to 
the droplet radius a maximum overlap value of ΞΙιβ = 0.618 was achievable. In order to 
relate the dimensionless quantities of the simulations to physical print-head position 
tolerances, a parameter (P) is introduced to account for the maximum allowable 
misalignment for a cavity of a given size and wetting characteristics. The following 
expression can be used to give the maximum positional error for a given ΞΙιβ as: 
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
ϕ  (11) 
This equation gives a parameter space in which a droplet can be successfully deposited 
into a cavity and is plotted in Figure 11. The equation holds for situations where the droplet 
is of sufficient size to fill the cavity. Note that the gradient of the line in Figure 11 is 
dependent on the wetting characteristics of the cavity substrate and microstructure. 
   
Figure 11: Printing parameter space based on Equation 11. Unshaded region showing areas of print 
success. Printable area can be increased by an increases value of αmax and D/l. 
CONCLUSIONS  
In this work the pseudopotential lattice Boltzmann method was used to investigate the 
effects of print-head misalignment on the equilibrium morphology of the droplets 
deposited into square cavities. First looking at single vs multiple axis misalignment, it was 
found that when the droplet impacts a cavity corner a higher wetted fraction would result. 
The magnitude of print-head misalignment is quantified by the fraction of the droplet 
initially located outside of the cavity wall, referred to as overlap (α). Simulations were 
performed with varying wettabilities of the cavity microstructure and substrate, which 
revealed 6 distinct equilibrium conditions. The results also highlighted cases of uniform 
cavity wettabilities in which the cavity would be successfully filled. These uniform 
wettability cavities were then used to determine the maximum achievable misalignment 
in terms of ΞΙιβ. For a cavity of uniform wettability of 64° a maximum overlap value of ΞΙιβ = 0.647 was found. For non-uniform wettability cavities with ΛΗ = 45° for wall and ΛΙ = 60° the maximum overlap was found to be ΞΙιβ > 0.9. We then looked into the 
effects of droplet size where the droplet diameter was normalized by the cavity length to 
give the ratio at which the cavity would become filled. Finally, the effects of closely 
positioned cavities on deposition under misalignment was explored where it was found 
that the presence of another cavity reduces the achievable ΞΙιβ as contamination with 
neighbouring cavities becomes apparent. All parameters were then combined into a 
single equation to give the printing parameter space which results in successful 
deposition.  
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